
Static 100 250 500 750 1000 1250 1500 100 250 500 750 1000 1250 1500

1 RSW-340 1.250 0.191 0.339 0.467 0.536 N/A N/A N/A 1.059 0.911 0.783 0.714 N/A N/A N/A

2 RSW-340 2.375 0.378 0.667 0.914 1.058 N/A N/A N/A 1.997 1.708 1.461 1.317 N/A N/A N/A

3 RSW-340 3.500 0.553 0.975 1.358 1.569 N/A N/A N/A 2.947 2.525 2.142 1.931 N/A N/A N/A

1 RSW-350 1.250 0.138 0.260 0.394 0.479 0.534 N/A N/A 1.112 0.990 0.856 0.771 0.716 N/A N/A

2 RSW-350 2.375 0.286 0.532 0.793 0.956 1.067 N/A N/A 2.089 1.843 1.582 1.419 1.308 N/A N/A

3 RSW-350 3.500 0.440 0.819 1.218 1.467 1.635 N/A N/A 3.060 2.681 2.282 2.033 1.865 N/A N/A

1 RSW-360 1.250 0.089 0.173 0.271 0.346 0.406 0.453 0.489 1.161 1.077 0.979 0.904 0.844 0.797 0.761

2 RSW-360 2.375 0.171 0.347 0.544 0.697 0.817 0.911 0.981 2.204 2.028 1.831 1.678 1.558 1.464 1.394

3 RSW-360 3.500 0.297 0.572 0.881 1.112 1.287 1.423 1.528 3.203 2.928 2.619 2.388 2.213 2.077 1.972

1 RSW-370 1.250 0.067 0.136 0.223 0.288 0.345 0.395 0.436 1.183 1.114 1.027 0.962 0.905 0.855 0.814

2 RSW-370 2.375 0.124 0.257 0.423 0.551 0.659 0.748 0.823 2.251 2.118 1.952 1.824 1.716 1.627 1.552

3 RSW-370 3.500 0.189 0.389 0.635 0.823 0.982 1.117 1.227 3.311 3.111 2.865 2.677 2.518 2.383 2.273

1 RSW-380 1.250 0.059 0.119 0.194 0.250 0.298 0.340 0.377 1.191 1.131 1.056 1.000 0.952 0.910 0.873

2 RSW-380 2.375 0.109 0.228 0.372 0.484 0.577 0.658 0.725 2.266 2.147 2.003 1.891 1.798 1.717 1.650

3 RSW-380 3.500 0.169 0.345 0.562 0.728 0.865 0.981 1.079 3.331 3.155 2.938 2.772 2.635 2.519 2.421

1 RSW-385 1.250 0.047 0.093 0.162 0.220 0.267 0.309 0.344 1.203 1.157 1.088 1.030 0.983 0.941 0.906

2 RSW-385 2.375 0.070 0.165 0.301 0.413 0.505 0.582 0.645 2.305 2.210 2.074 1.962 1.870 1.793 1.730

3 RSW-385 3.500 0.107 0.253 0.458 0.625 0.760 0.871 0.963 3.393 3.247 3.042 2.875 2.740 2.629 2.537

1 RSW-390 1.250 0.032 0.062 0.110 0.152 0.189 0.222 0.253 1.218 1.188 1.140 1.098 1.061 1.028 0.997

2 RSW-390 2.375 0.056 0.121 0.217 0.300 0.374 0.438 0.496 2.319 2.254 2.158 2.075 2.001 1.937 1.879

3 RSW-390 3.500 0.081 0.179 0.321 0.446 0.555 0.650 0.735 3.419 3.321 3.179 3.054 2.945 2.850 2.765

1 RSW-393 1.250 0.018 0.038 0.067 0.096 0.124 0.150 0.173 1.232 1.212 1.183 1.154 1.126 1.100 1.077

2 RSW-393 2.375 0.033 0.070 0.130 0.187 0.240 0.291 0.337 2.342 2.305 2.245 2.188 2.135 2.084 2.038

3 RSW-393 3.500 0.051 0.108 0.198 0.283 0.364 0.438 0.505 3.449 3.392 3.302 3.217 3.136 3.062 2.995

1 RSW-395 1.250 0.017 0.035 0.062 0.089 0.114 0.138 0.160 1.233 1.215 1.188 1.161 1.136 1.112 1.090

2 RSW-395 2.375 0.029 0.064 0.116 0.167 0.216 0.262 0.304 2.346 2.311 2.259 2.208 2.159 2.113 2.071

3 RSW-395 3.500 0.048 0.101 0.185 0.265 0.339 0.408 0.471 3.452 3.399 3.315 3.235 3.161 3.092 3.029

3 SERIES RSW Bump Stops
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*** note all STATIC HEIGHTS INCLUDE .125" WASHER(S) ***

2.00" OD / .631" ID / 1.00" TALL


