
Static 100 250 500 750 1000 1250 1500 100 250 500 750 1000 1250 1500

1 RSW-740 1.000 0.230 N/A N/A N/A N/A N/A N/A 0.770 N/A N/A N/A N/A N/A N/A

2 RSW-740 1.875 0.438 N/A N/A N/A N/A N/A N/A 1.437 N/A N/A N/A N/A N/A N/A

3 RSW-740 2.750 0.698 N/A N/A N/A N/A N/A N/A 2.052 N/A N/A N/A N/A N/A N/A

1 RSW-750 1.000 0.176 0.307 N/A N/A N/A N/A N/A 0.824 0.693 N/A N/A N/A N/A N/A

2 RSW-750 1.875 0.367 0.676 N/A N/A N/A N/A N/A 1.508 1.199 N/A N/A N/A N/A N/A

3 RSW-750 2.750 0.563 1.013 N/A N/A N/A N/A N/A 2.187 1.737 N/A N/A N/A N/A N/A

1 RSW-760 1.000 0.138 0.249 N/A N/A 0.410 N/A N/A 0.862 0.751 N/A N/A N/A N/A N/A

2 RSW-760 1.875 0.270 0.497 N/A N/A 0.780 N/A N/A 1.605 1.378 N/A N/A N/A N/A N/A

3 RSW-760 2.750 0.412 0.754 N/A N/A 1.189 N/A N/A 2.338 1.996 N/A N/A N/A N/A N/A

1 RSW-770 1.000 0.093 0.178 0.274 N/A 0.329 N/A N/A 0.907 0.822 0.726 N/A N/A N/A N/A

2 RSW-770 1.875 0.181 0.345 0.543 N/A 0.640 N/A N/A 1.694 1.530 1.332 N/A N/A N/A N/A

3 RSW-770 2.750 0.275 0.530 0.822 N/A 0.942 N/A N/A 2.475 2.220 1.928 N/A N/A N/A N/A

1 RSW-780 1.000 0.058 0.124 0.208 0.273 0.316 0.351 N/A 0.942 0.876 0.792 0.727 0.684 0.649 N/A

2 RSW-780 1.875 0.114 0.245 0.407 0.537 0.621 0.687 N/A 1.761 1.630 1.468 1.338 1.254 1.188 N/A

3 RSW-780 2.750 0.175 0.373 0.616 0.808 0.936 1.046 N/A 2.575 2.377 2.134 1.942 1.814 1.704 N/A

1 RSW-785 1.000 0.054 0.115 0.192 0.249 0.288 0.319 0.346 0.946 0.885 0.808 0.751 0.712 0.681 0.654

2 RSW-785 1.875 0.107 0.228 0.375 0.486 0.564 0.625 0.673 1.768 1.647 1.500 1.389 1.311 1.250 1.202

3 RSW-785 2.750 0.146 0.325 0.546 0.712 0.838 0.937 1.023 2.604 2.425 2.204 2.038 1.912 1.813 1.727

1 RSW-790 1.000 0.042 0.093 0.164 0.222 0.268 0.302 0.330 0.958 0.907 0.836 0.778 0.732 0.698 0.670

2 RSW-790 1.875 0.077 0.173 0.299 0.399 0.483 0.553 0.612 1.798 1.702 1.576 1.476 1.392 1.322 1.263

3 RSW-790 2.750 0.127 0.287 0.499 0.667 0.796 0.889 0.969 2.623 2.463 2.251 2.083 1.954 1.861 1.781

1 RSW-793 1.000 0.038 0.080 0.142 0.191 0.230 0.260 0.284 0.962 0.920 0.858 0.809 0.770 0.740 0.716

2 RSW-793 1.875 0.062 0.146 0.264 0.354 0.421 0.471 0.512 1.813 1.729 1.611 1.521 1.454 1.404 1.363

3 RSW-793 2.750 0.092 0.213 0.387 0.519 0.619 0.697 0.758 2.658 2.537 2.363 2.231 2.131 2.053 1.992

1 RSW-795 1.000 0.028 0.066 0.121 0.168 0.205 0.237 0.263 0.972 0.934 0.879 0.832 0.795 0.763 0.737

2 RSW-795 1.875 0.049 0.115 0.218 0.304 0.376 0.436 0.485 1.826 1.760 1.657 1.571 1.499 1.439 1.390

3 RSW-795 2.750 0.070 0.168 0.315 0.439 0.540 0.624 0.694 2.680 2.582 2.435 2.311 2.210 2.126 2.056

7 SERIES RSW Bump Stops

1.50" OD / .631" ID / .750" TALL

*** note all STATIC HEIGHTS INCLUDE .125" WASHER(S) ***

Travel from static Height @ Load
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