
Static 100 250 500 750 1000 1250 1500 100 250 500 750 1000 1250 1500

1 RSW-840 1.000 0.179 0.311 N/A N/A N/A N/A N/A 0.821 0.689 N/A N/A N/A N/A N/A

2 RSW-840 1.875 0.362 0.627 N/A N/A N/A N/A N/A 1.513 1.248 N/A N/A N/A N/A N/A

3 RSW-840 2.750 0.543 0.940 N/A N/A N/A N/A N/A 2.207 1.810 N/A N/A N/A N/A N/A

1 RSW-850 1.000 0.149 0.267 N/A N/A N/A N/A N/A 0.851 0.733 N/A N/A N/A N/A N/A

2 RSW-850 1.875 0.295 0.533 N/A N/A N/A N/A N/A 1.580 1.342 N/A N/A N/A N/A N/A

3 RSW-850 2.750 0.478 0.847 N/A N/A N/A N/A N/A 2.272 1.903 N/A N/A N/A N/A N/A

1 RSW-860 1.000 0.113 0.212 N/A N/A N/A N/A N/A 0.887 0.788 N/A N/A N/A N/A N/A

2 RSW-860 1.875 0.223 0.425 N/A N/A N/A N/A N/A 1.652 1.450 N/A N/A N/A N/A N/A

3 RSW-860 2.750 0.369 0.682 N/A N/A N/A N/A N/A 2.381 2.068 N/A N/A N/A N/A N/A

1 RSW-870 1.000 0.076 0.153 0.240 0.297 0.329 N/A N/A 0.924 0.847 0.760 N/A N/A N/A N/A

2 RSW-870 1.875 0.154 0.311 0.481 0.601 0.640 N/A N/A 1.721 1.564 1.394 N/A N/A N/A N/A

3 RSW-870 2.750 0.228 0.459 0.710 0.894 0.942 N/A N/A 2.522 2.291 2.040 N/A N/A N/A N/A

1 RSW-880 1.000 0.042 0.089 0.157 0.204 0.242 N/A N/A 0.958 0.911 0.843 0.796 0.758 N/A N/A

2 RSW-880 1.875 0.080 0.186 0.322 0.422 0.498 N/A N/A 1.795 1.689 1.553 1.453 1.377 N/A N/A

3 RSW-880 2.750 0.129 0.284 0.481 0.626 0.732 N/A N/A 2.621 2.466 2.269 2.124 2.018 N/A N/A

1 RSW-885 1.000 0.035 0.078 0.140 0.189 0.229 0.260 0.284 0.965 0.922 0.860 0.811 0.771 0.740 0.716

2 RSW-885 1.875 0.065 0.155 0.274 0.368 0.443 0.504 0.550 1.810 1.720 1.601 1.507 1.432 1.371 1.325

3 RSW-885 2.750 0.104 0.239 0.418 0.555 0.660 0.755 0.844 2.646 2.511 2.332 2.195 2.090 1.995 1.906

1 RSW-890 1.000 0.033 0.070 0.125 0.173 0.214 0.249 0.280 0.967 0.930 0.875 0.827 0.786 0.751 0.720

2 RSW-890 1.875 0.049 0.123 0.236 0.329 0.405 0.467 0.518 1.826 1.752 1.639 1.546 1.470 1.408 1.357

3 RSW-890 2.750 0.078 0.177 0.330 0.468 0.588 0.693 0.779 2.672 2.573 2.420 2.282 2.162 2.057 1.971

1 RSW-893 1.000 0.025 0.059 0.109 0.151 0.185 0.213 0.237 0.975 0.941 0.891 0.849 0.815 0.787 0.763

2 RSW-893 1.875 0.044 0.109 0.205 0.284 0.349 0.402 0.448 1.831 1.766 1.670 1.591 1.526 1.473 1.427

3 RSW-893 2.750 0.066 0.151 0.283 0.403 0.507 0.595 0.674 2.684 2.599 2.467 2.347 2.243 2.155 2.076

1 RSW-895 1.000 0.021 0.048 0.091 0.131 0.166 0.194 0.219 0.979 0.952 0.909 0.869 0.834 0.806 0.781

2 RSW-895 1.875 0.037 0.089 0.176 0.254 0.319 0.375 0.423 1.838 1.786 1.699 1.621 1.556 1.500 1.452

3 RSW-895 2.750 0.048 0.117 0.226 0.332 0.431 0.520 0.601 2.702 2.633 2.524 2.418 2.319 2.230 2.149

8 SERIES RSW Bump Stops

1.50" OD / .500" ID / .750" TALL

*** note all STATIC HEIGHTS INCLUDE .125" WASHER(S) ***

Travel from static Height @ Load
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