
CUSTOMER:  ORDER DATE:  DATE NEEDED:  

PENSKE RACING SHOCKS - 8300 PIGGYBACK / 8760 / 8765 SERIES
PART NO.

A

MEMO

QTY. List Price

B

MEMO

$

$

PART NO.
C

MEMO

QTY. List Price

D

MEMO

$

$

Series of Shock

8300DA Piggback
A B C D

Rev. 8/3/13

8300 Double Adj Piggyback........................... $  995.00 
8760 Triple Adj............................................... $1380.00 
8765 Triple Adj Dual Bleed............................. $1680.00

8760TA

Dig. Side Entry
Dig. Top Entry 

12.0" 

Body

10.0" 
A B C D

10.5" 
11.0" 
11.5" 

Side Entry 
Top Entry 

CD Adjuster

8300 Piggyback
A B C D

10.5"

12.0"
11.5"

Shaft

10.0"
A B C D

11.0"

12.5"

- continued on the back -

14.5" (55mm)

12.5" 
13.0" 
13.5" 
14.0" (55mm)

20.0" (55mm)

15.0" (55mm)

15.5" 
16.0" (55mm)

18.0" (55mm)

22.0" (55mm)

24.0" (55mm)

14.5"

13.0"
13.5"
14.0"

17.5"

15.0"
15.5"
16.0"
16.5" - (8300 / 8760 ONLY)

18.0"
19.0" - (8300 / 8760 ONLY)

20.0"

Piggyback

8765TA Dual Bleed

Body Diameter (8760/8765)

45mm
A B C D

55mm

Ext 1.60" (45mm)

Ext .250" (55mm)

Ext 1.00" 

Body Cap

Standard 
A B C D

Ext .500" (55mm)

15mm Monoball (55mm)

Clocking - Body Cap

A B C D °° °°

22.0"
24.0"

Shaft Bearing

Standard 
A B C D

Step Seal 

8760 2.3" Plus .200"

8760 3.1" Plus 1.00"

Eyelet

8760 2.1"
A B C D

8760 2.6" Plus .500"

8765 1.875"
8760 4.05" Plus 1.95"

Dig. Piggyback 
Dig. Knob Style Piggyback

Options (additional to list price per shock) 
Variable Bleed Piston.............. $ + 110.00 ELF Blowoff............................. $ + 225.00 
Decoupled Top Out Plate........ $ + 210.00 Banjo Swivel Hose................. $ +   30.00 
  
 



BleedBleed

Valving

BleedBleed

Notes

PENSKE RACING SHOCKS - 8300 PIGGYBACK / 8760 / 8765 SERIES 
- Continued -

Body Fitting (1/8" NPT Only)

45°
A B C D

90°

Spring Retainer

2.00" (45mm)

A B C D

2.00" Ext .700" (45mm)

Ride Height Adjuster

2.00" (45mm)

A B C D

2.25" 

Oil

2.5 Weight
A B C D

5.0 Weight

N/A

Reservoir Fitting (1/8" NPT Only)

45°
A B C D

90°
N/A

Clocking - Body Fitting

A B C D

Clocking - Reservoir Fitting

A B C D° °°

°°

°

°°

1/8" NPT

Hose Style
A B C D

Banjo
Banjo Swivel

C

Hose Length

A B D

6"
7"

Reservoir Body

4"
A B C D

5"

Double Dig.

2°/2°
2°/1°

Piston

0°/0° - 4032 (55mm)

A B C D

1°/1° - 4032
1°/2°

High Flow 0°/0° (55mm)

High Flow 1°/4° (55mm)

High Flow 1°/3° (55mm)

High Flow 1°/1° (55mm)

High Flow 1°/2°

High Flow 1°/6° (55mm)

High Flow 3°/4° (55mm)

High Flow 3°/2° (55mm)

High Flow 2°/1° (55mm)

High Flow 2°/2° (55mm)

High Flow 2°/4° (55mm)

Dig. Linear 2°

Flower 1°/1° (55mm)

Dig. Linear 1° (55mm)

VDP Linear 1° (55mm)

VDP Linear 2°

ELF (55mm)

ELF Blowoff (55mm)

Double VDP

Variable Bleed

2.50" (55mm)

2.25"
2.25" Ext .700"
2.50" (55mm)


PENSKE RACING SHOCKS - 8300 PIGGYBACK / 8760 / 8765 SERIES
PART NO.
QTY.
List Price
PART NO.
QTY.
List Price
Series of Shock
8300DA Piggback
A
B
C
D
Rev. 8/3/13
8300 Double Adj Piggyback...........................         $  995.00
8760 Triple Adj...............................................         $1380.00
8765 Triple Adj Dual Bleed.............................         $1680.00
8760TA
Dig. Side Entry
Dig. Top Entry 
12.0" 
Body
10.0" 
A
B
C
D
10.5" 
11.0" 
11.5" 
Side Entry 
Top Entry 
CD Adjuster
8300 Piggyback
A
B
C
D
10.5"
12.0"
11.5"
Shaft
10.0"
A
B
C
D
11.0"
12.5"
- continued on the back -
14.5" (55mm)
12.5" 
13.0" 
13.5" 
14.0" (55mm)
20.0" (55mm)
15.0" (55mm)
15.5" 
16.0" (55mm)
18.0" (55mm)
22.0" (55mm)
24.0" (55mm)
14.5"
13.0"
13.5"
14.0"
17.5"
15.0"
15.5"
16.0"
16.5" - (8300 / 8760 ONLY)
18.0"
19.0" - (8300 / 8760 ONLY)
20.0"
Piggyback
8765TA Dual Bleed
Body Diameter (8760/8765)
45mm
A
B
C
D
55mm
Ext 1.60" (45mm)
Ext .250" (55mm)
Ext 1.00" 
Body Cap
Standard 
A
B
C
D
Ext .500" (55mm)
15mm Monoball (55mm)
Clocking - Body Cap
°
°
°
°
22.0"
24.0"
Shaft Bearing
Standard 
A
B
C
D
Step Seal 
8760 2.3" Plus .200"
8760 3.1" Plus 1.00"
Eyelet
8760 2.1"
A
B
C
D
8760 2.6" Plus .500"
8765 1.875"
8760 4.05" Plus 1.95"
Dig. Piggyback 
Dig. Knob Style Piggyback
Options (additional to list price per shock)
Variable Bleed Piston..............         $ + 110.00         ELF Blowoff.............................         $ + 225.00
Decoupled Top Out Plate........         $ + 210.00         Banjo Swivel Hose.................         $ +   30.00
 
 
Valving
PENSKE RACING SHOCKS - 8300 PIGGYBACK / 8760 / 8765 SERIES
- Continued -
Body Fitting (1/8" NPT Only)
45°
A
B
C
D
90°
Spring Retainer
2.00" (45mm)
A
B
C
D
2.00" Ext .700" (45mm)
Ride Height Adjuster
2.00" (45mm)
A
B
C
D
2.25" 
Oil
2.5 Weight
A
B
C
D
5.0 Weight
N/A
Reservoir Fitting (1/8" NPT Only)
45°
A
B
C
D
90°
N/A
Clocking - Body Fitting
Clocking - Reservoir Fitting
°
°
°
°
°
°
°
°
1/8" NPT
Hose Style
A
B
C
D
Banjo
Banjo Swivel
Hose Length
6"
7"
Reservoir Body
4"
A
B
C
D
5"
Double Dig.
2°/2°
2°/1°
Piston
0°/0° - 4032 (55mm)
A
B
C
D
1°/1° - 4032
1°/2°
High Flow 0°/0° (55mm)
High Flow 1°/4° (55mm)
High Flow 1°/3° (55mm)
High Flow 1°/1° (55mm)
High Flow 1°/2°
High Flow 1°/6° (55mm)
High Flow 3°/4° (55mm)
High Flow 3°/2° (55mm)
High Flow 2°/1° (55mm)
High Flow 2°/2° (55mm)
High Flow 2°/4° (55mm)
Dig. Linear 2°
Flower 1°/1° (55mm)
Dig. Linear 1° (55mm)
VDP Linear 1° (55mm)
VDP Linear 2°
ELF (55mm)
ELF Blowoff (55mm)
Double VDP
Variable Bleed
2.50" (55mm)
2.25"
2.25" Ext .700"
2.50" (55mm)
8.0.1291.1.339988.308172
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